
Dril Quip 10,000# Dry Tree, 13-5/8" 10K Wellhead

Water Depth (ft): 4000'

KB to MSL (ft): 145' (Nabors 202)

KB to ML (ft): 4145' (Nabors 202)

  Jetted 36" Csg. at 4,328'

28" Csg. 0.75" WT,  X-56/S-60/MT @ 4,823' TOC @ Seabed

LEGEND:

12.5 ppg Inhib. NaBr2
12.5 ppg SafeTherm

13.3 ppg CaBr2 22" Csg. 1" WT, X-80/S-90/MT @ 5,868'  TOC @ Seabed

18" Liner, X-80/521 @ 6,572' TOC 5992'

16" Liner, HCL-80 @ 8650' TOL @ 4,749' TOC 7835'

TOC 10,880'

12.5# SOBM

7-5/8" Liner Hanger Packer @ 11,770' Top of 7-5/8" 39#/ft C-95 Liner @ ±11,770'md / 10,806'tvd

7-5/8" Stinger and Tieback Receptacle
w/ bottom of seal bore @ +/-11,810' Top of 11  3/4" Liner at ±12,525'md / 11,402'tvd

11-3/4" Liner 65# Q-125-HC/Hydril 513 at 16,019' md / 14,111' tvd
TOC @ 15,019' 

Yellow Sands: Top "A" @ 17,100' md / 14,834' tvd

Top "B" @ 17,560' md / 15,120' tvd

TOC 16.4ppg Cls H @ TOL

7-5/8" 39 lb/ft C-95 & C-110/ Hydril 523 & 513 Casing

Top 'S' Sand @ 20,980' md / 17,006' tvd (5-1/2" SV FLOAT SHOE & SV FLOAT COLLAR FOR A DUAL MECANICAL BARRIER)

57.7° Deviation at TD of 21,400' md 5-1/2" 23 lb/ft P110 Hydril 521 Casing

17,220 tvd Y= 10183574.8 ft      PBTD @ ±21,220’ MD / 17,133' TVD
STO1 BHL X= 971632.1 ft 11/29/2011

13-5/8" Csg 88.2 #/ft HCQ-125/Hydril 523 @ 12,801'md / 11,610'tvd

±9230' 7-5/8" 39# C-95/C110 Hydril 523 &513 (drift 6.5" ID) f/ Liner Top to 

TD

5-1/2" Liner top @ 20,700'md / 16,854'tvd

7-5/8" shoe @ 21,000'md / 17,011'tvd

est TOC at 16,600' md / 14,504'tvd  

(500' above top pay sand)

10-3/4" & 7-5/8" Production Risers

13.3 ppg CaBr2

±1400' 7-5/8" 39# C95 VAM Top  ( ~2960' below mudline 

to Tie-Back XO at 8500') drift 6.5" ID

Dual Swell Packers @ ±11,640'

±3,270' 7-5/8" 39# C-95 VAM Top (drift 6.5" ID) 

from DQ XO to Liner Top

ATP Oil and Gas Corporation
Mississippi Canyon Block 942

OCS-G 24130 Well #2 ST01 BP00                     Mirage - Proposed Tie Back with

±4135' 10-3/4" 70.5# VM 95SS VAM TTR-NA                  

(above ML) drift 9.294" ID

±7100' 7-5/8" 39# VM95SS VAM Top FE (Surface to 

~2960' below ML) drift 6.5" ID

13-5/8" 5K Hydril GK / 10K Cameron Type U 

Surface BOP Stack

10-3/4" and 7-5/8" Riser Install 

DQ 10-3/4" x 7-5/8" X-O Tie Back 

Tool @ +/- 8,500'

±4,365' 10-3/4" 65.7# TN 80SS/C-90 

Tenaris Blue (below ML) 9.404" drift ID

SS 18-3/4" 15K Wellhead
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BOT Annular 
Swell Packers 


