
Rig Floor

Riser

10k wellhead SBOP Rig: Titan / Nabors 202

Sea Level WBS No.

API Well Number: 608174115304

14"  KB to MSL (ft): 145

Riser  Water Depth (ft): 4000

 KB to ML (ft): 4145

SID

EVAL GEOLOGIC MARKERS HOLE CASING MUD TYPE

PROG  OBJECTIVES MD TVD SIZE CEMENT LOT MW

4,120' 1

Jet 1 53' X 36" X 1.5" Wall X-80 / HC-100/MT

36"/w 1 X/O - 53'X36"X1.5" Wall X-80 / D-90/MT

26" BHA 2 Int Jnt 53'x36"x1" Wall X-56 / D-90/MT

4,328 ft  4,328' 1 Jet Shoe Jnt 45'x36"x1" Wall X-56 / D-90/MT

242

TOC 22" and 28" at Mudline

 1 Hgr Jnt 28"X0.75" Wall, X-56 / S-60D/MT / OD 29.88"

  700ft Interm Jnts 28"x0.75" Wall, X-56 / S-60/MT / OD 29.88"

1 Shoe Jnt 28" x 0.75" wall, X-56 / S-60/MT / OD 29.88"

Inner String Cementing 4,784 ft MD 4,784' Lead Nitrogen Cement / TOC at Seabed - Tail Neat cement (200ft)

698            TVD

16" Supplemental Adapter 480'above 22" shoe (~5,130')

18" Adapter 320' above 22" shoe (~5,290')

1 X/O Jnt 22" 1" Wall / X-80 / S-90/MT

1600ft 22" Jnts, 1" wall / X-80 / S-90/MT

22" w/ 18" and 16" Adapter Jnt X-80 / S-90/MT 

5,868 ft MD  5,865'

1,782         TVD LOT - 10.3 ppg 9.8 ppg

SBM

Inner String Cementing 6,572 ft MD 6,560'

MWD / PWD / GR / Res 2,494 TVD LOT - 11.3 ppg 10.7 ppg

SBM

Inner String Cementing 8,650 ft MD 8,338' 10.7 ppg

MWD / PWD / GR / Res 4,572 TVD LOT - 12.2 ppg 11.7 ppg

11,610' 11.8 ppg

TVD LOT - 13.8ppg 12.7 ppg

TOC f/ 11 3/4" at ±15019'md / 13,367'tvd

16.4# cement ~1000' above shoe

14,111' 12.8 ppg

TVD LOT - 14.5ppg 13.0 ppg

17,100' md / 14,834' tvd Top of Cement ±500ft above objective "Yellow A-" Sand

17,560' md / 15,120' tvd

9 7/8" Bit 

TOC 16.4ppg Cls H @ TOL

7-5/8" 39 lb/ft C-95 & C-110/ Hydril 523 & 513 Casing

20,980' md / 17,006' tvd (5-1/2" SV FLOAT SHOE AND SV FLOAT COLLAR FOR A DUAL MECANICAL BARRIER)

Total Depth  21,400' md / 17,220 tvd 5-1/2" 23 lb/ft P110 Hydril 521 Casing 13.5 ppg

Y= 10183574.8 ft      PBTD @ ±21,220’ MD / 17,133' TVD

X= 971632.1 ft BHST 171° F

SS 18 5/8" 15K Wellhead

Mud Line WHJ- 53'X36"X1.5" WALL, X-80, HC-100/MT

29-Nov-11

Well Schematic - As Drilled w/ 5-1/2" liner

Mirage  / OCS-G-24130 / MC 942 #2 ST01 BP00  Well   

16" Hang off point 4,749'

0°

MWD / GYRO / PWD / GR / Res ft BML

SW / Sweeps

MWD / GYRO / PWD / GR / Res ft BML

SW / Sweeps Pad 

Mud 11.5 ppg

26" Bit / Reamed to 32" - PDM

18" hang off point 4,840'

26" Bit - PDM / KOP @ 4,900' 1.25°/100 ft BUR

P&D / Pad Mud 

12.0 ppg

KO at 4900' 

/ built to 44

1 WHJ 22" 1" Wall, X-80, H-90D/MT

18 5/8" Bit - Ream to 22" / PDM / Built 1.5 degree/100ft

18" casing 10.8°

ft BML

Shoe 22" 1" Wall / X-80 S-90/MT

Inner String Cementing Lead Nitrogen Cement / TOC at Seabed - Tail Neat Cement (500ft) 8.8°

MWD / PWD / GR / Res ft BML BHST 54 deg F

TOC  13 5/8" at 10,880'

16 1/2" Bit - Ream to 20" / PDM / Built 1.5 degree/100ft
16" casing 41°

ft BML BHST 86 deg F

Top of 11  3/4" Liner at ±12,525'md / 11,402'tvd

SBM16½" Bit - out 18" / 14 1/2" Bit by 17 1/2" UR - out 16"

Top of 7 5/8" Liner at ±11,770'md / 10,806'tvd

12-1/4" Bit by 14 1/2" UR

16,019 ft MD (145'rkb) 11 3/4" 65 lb/ft HCQ-125 / Hydril 513 Casing 45.8°

12,801 ft MD (145'rkb) 13-5/8" 88.2 lb/ft HCQ-125 / Hydril 523 Casing 37.8°

MWD / PWD / GR / Res 8,656 ft BML BHST 120 deg F

Top of 'Yellow C' Sand 51.3°

SBM

5-1/2" Liner top 20,700'md / 16,854'tvd

MWD / PWD / GR / Res/ Density / Sonic 11,874 ft BML BHST 145 deg F

TOC 16.4ppg Cls H at 16,600' md / 14,504'tvd 48.2°

Top of 'Yellow A-' Sand

7-5/8" shoe 21,000'md / 17,011'tvd

Top of 'S' Sand

57.7°

STO1 BHL Est. Frac Grad - 15.4ppg

BOT Annular 
Swell Packers


